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Long Jump Pit Form with Sand Catchers and Cover

Aluminum Cover (519-1215 or 519-1216)
Part Numbers:

· 519-3215  


· Pit Size (Inside Dimension):  9’5” wide x 32’ Long
Description and Features:

· Pour-in-place form for concrete with cover ledge

· Pour-in-place form insures accuracy and ease of installation

· Stainless Steel Hardware

· Sand catchers are used for storing sand which is removed in order to fit the cover

· High-strength grating 18 ½” x 36” x 1” with spacing every 1” and 5 separate cross-braces every 4”, ¼” thick, and UV-resistant rubber mats for safety

· 14 mating male-female sections with (4) end plates

· 48” wide runway insert

· Interlocking cover ledge for safety and ease of installation

Rule and Standard Compliance:
· IAAF

· NCAA

· USATF

· NHSF
Construction:

· Break formed 1/8” Aluminum, TIG welded and reinforced
· Intersecting Side and Front/ Back Inserts for Support and Safety
Additional Hardware:

· Stainless steel fasteners
· Prefabricated high-strength grating for sand catchers.
· Pre-cut UV-resistant rubber mat
Optional:

· Mesh Cover 519-1230
Installation:

· Follow manufacturers instructions

· Check local codes
Notes: Manufactured and Available from: 

UCS Inc., 511 Hoffman Rd, Lincolnton, NC 28092.  Contact: Michael Chappell, Ph. (704) 732-9922. Fax: (704) 732-9559. Michaelc@ucsspirit.com (E-Mail)

MADE IN USA 
Long Jump Pit Cover

Part Numbers:

· Recessed for synthetic surfacing
519-1215

***Synthetic Surfacing to be applied by Surfacing Contractor***
· Non-recessed

519-1216
Description and Features:

· Custom made for perfect fit to any existing pit

· (8) Easy to carry modular panels

· Supplied with (4) convenient folding handles per panel

· 2 Pieces 36 ¾ ” Long, 8 Pieces 38 ¾” Long

Rule and Standard Compliance:
· N/A
Construction:

· 9 ¾” x 1 ¾” x 1/8” extruded aluminum tongue and groove interlocking connector with a double leg supported aluminum
· Framed with 2 ½ “ x 1 ½ “ x 1/4 ” aluminum angle
· Reinforced with 1 ½ “ x 1 ½ “ x 3/16 ” aluminum angle on the underside

Finish:

· Mill finish
Additional Hardware:

· N/A
Installation:

· Follow manufacturers instructions
Notes: Manufactured and Available from: 

UCS Inc., 511 Hoffman Rd, Lincolnton, NC 28092.  Contact: Michael Chappell, Ph. (704) 732-9922. Fax: (704) 732-9559. Michaelc@ucsspirit.com (E-Mail)

MADE IN USA 
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