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Super 30 NCAA Hammer/Discus Cage with Ground Sleeves

Part Numbers:

· 570-3600R
Description and Features:

· Exceeds the Regulations of the NCAA

· 9.144m (30’) Door Height with two 9.144m (30’)  Posts and three 7.34m (24’1 3/8”) posts increases Safety of Athletes, Spectators, and Officials and Exceeds minimum of 6.15m door Height and 5m Post Height set forth by the NCAA.

· When the Implement hits the net, the net absorbs the shock and allows the implement to fall harmlessly to the ground. The Net Stabilizer Arms return the net to the original straight hang position.  The net has a “skirt-loose” bottom for maximum protection

·  All Posts feature a rope Storage Cleat and Pulleys to assist in raising and lowering the net

· Doors have fully welded frame to prevent implement ricochet and increase door stability and net stability.  Complete with 2-Wheel Support Braces for ease of movement when opening and closing the doors.

· Door Posts are Zeneel 4” x ½” Thick and 100 % Rust Resistant and have two support braces each.

· Door Locking Device

· Post Position allows for 34.92 Degree sector. Front Post is located 6.08m (19’11 5/8”) from Center of Throwing Ring with rear netting clearance of 3.5m (11’ 5”). 

· Double Throwing Ring Configuration Capable (Hammer Ring Behind Discus Ring)

Rule and Standard Compliance:
· NCAA
Construction:

· Posts: The net is supported by Three custom extruded 4” diameter x ¼” Thick aluminum posts  - 27’ 1 3/8” in overall length.   Two additional posts are 30’ tall. The posts are installed vertically and slide into and out of the Ground Sleeves for easy Assembly or Takedown for off-season storage. Included are Aluminum Caps for the Ground Sleeves for when cage is not set up. 

· Door Posts:  4”x ½” Zeneel with Double action Hinges and Aluminum Support Braces (2 per Door Post)

· Ground Sleeves: Three 36”, two 46” aluminum powder coated ground sleeves are finished with a 45-degree base, uprights cut to match 45-degree base locking posts into correct position.  Door Post Ground Sleeves are 62” Powder Coated Steel.
· Net Stabilizer Arms: Extend 30 ½ ” from Posts attach to net, Powder Coated Steel

· Net: Heavy Duty 44mm Knotless Nylon Netting 804 lb (365Kg) breaking cord strength.  Includes Ropes for raising and lowering.
Finish:

· Mill Finish Posts- Powder Coat Available
· Powder Coated Ground Sleeves and Net Stabilizer Arms
· Gunmetal Finish T-Base
Additional Hardware:

· Ships with Ground Sleeve Alignment and Sight Device
Installation:

· Follow manufacturers instructions

· Check local codes
· A Scissor Lift or High Reach Fork Lift may be necessary to install and is recommended
Guarantee:

· UCS Guarantees all in-ground products for one year against defective materials and workmanship

· UCS Cannot guarantee the net against any ripping, tearing, slicing, puncturing, weathering, etc… This is due to the nature of the events and over multiple use and failed throws, the implement is susceptible to causing damage to the net with or without great forces applied.  At any time an implement is fully capable for passing through a net.   As well, at any time all athletes, spectators, officials, coaches, and any other persons within the throwing area and event area must be aware of the dangers and caution should be made during use of the cage.
· UCS recommends the net to be taken down during storms or high wind conditions to alleviate stress on the posts that may cause bending.  
· UCS Recommends that the Cage be taken down during the off-season. 
Notes: Manufactured and Available from: 

UCS Inc., 511 Hoffman Rd, Lincolnton, NC 28092.  Contact: Michael Chappell, Ph. (704) 732-9922. Fax: (704) 732-9559. Michaelc@ucsspirit.com (E-Mail)

MADE IN USA
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